ALTURA DE CARGA EN METROS LARGO DESDE | MATERIALES DE CONSTRUCCION
o |1 |2 [3 Ja 5 [8 [o 0 [12 |14 [16 |18 LAPLACABASE |TAPAASP. |CANA IMPULSOR
MODELO W |[Hp |INTA CAUDAL (I/min) mm
SQ 56/5 016 [021 |oss |73 |62 |48 |30 2 - Fundicién | Nylon
SQ 63/S 030 [040 [058 [100 [0 |75 [s5 |30 - - Fundicién | Nylon
sQ 71/A 053 071 |1.40 |195 |190 |180 |168 |156 |141 |95 |78 |55 |28 Fundicién |Bronce
SQ 71/B 078 (105 [1,90 [230 [220 [210 [200 [190 [180 [138 [122 [107 [66 Fundicién |Bronce
SQ 80/A 115 |1,54 |1,90 [330 (320 [310 (300 [290 [280 [245 [232 [220 [188 [145 |90 - Fundicién | Bronce
SQ 80/B 147 |1,97 [280 [400 [390 [380 [370 [360 [347 [310 [300 |290 [245 [190 [138 [60 - Fundicién |Bronce
IMM 40/A 008 [010 [023 |16 |14 |9 |3 80-120-150-180 |Plastico  |Plastico  |Nylon
IMM 50/A 011 [015 |030 |24 |22 |18 |10 80-120-1504180 |Plastica’  |Plastico  |Nylon
IMM 63/A 030 [040 |058 |00 |95 |86 |78 [53  [32 150-200-250-300 |Plastico  |Aluminio |Nylon
IMM 63/A 030 [040 [058 |00 |95 |86 |78 [53  [32 300 Plastico  |Fundicion |Nylon
IMM 63/B 040 (050 090 115 |110 |103 |96 |82 |64 150-200-250°300 |Plastico  |Aluminio |Nylon
IMM 63/B 040 [050 [090 [115 [110 [103 |96 [82 |64 300 Plastico  |Fundicion  |Nylon
IMM 71/A 053 070 |1.60 |198 |187 |[176 |167 |157 |144 |106 |90 |70 |37 200-250-325 Aluminio |Aluminio  |Bronce
IMM 71/A 053 070 |1,60 |198 |187 [176 |167 |157 |144 |106 |90 |70 (37 325 Fundicion |Fundicién  |Fundicion
IMM 71/A 053 (070 |1.60 [198 [187 [176 |167 [157 |144 |106 |90 70 [37 440 Aluminio |Aluminio |Bronce
IMM 71/B 078 [1.05 [1.90 [230 [220 [210 [200 [190 180 138 |122 [109 [77 |39 200-250-325 Aluminio  |Aluminio |Bronce
IMM 71/B 078 105 [1,90 230 |220 [210 |200 [190 |180 (138 [122 [109 [77 |39 325 Fundicion |Fundicion  |Fundicion
IMM 71/B 078 105 [1,90 [230 [220 [210 [200 [190 (180" [138 [122°]109 [77 |39 440 Aluminio |Aluminio |Bronce
IMM 80/A 115 (150 (190 (330 [320 [310 [300 [290 [2so [245 [232 [220 188 [145 |90 200-250-300-350 |Aluminio |Aluminio |Bronce
IMM 80/A 1,15 (1,50 [1,90 330 320 310 300 (290 280 (245 [232 |220 |188 145 (90 530 Aluminio  |Aluminio  |Bronce
IMM 80/A 115 |1,50 (190 [330 [320 [310° [300 [290.-[280 [245 [232 [220 [188 [145 |90 200-250-300-350 |Fundicién |Fundicién |Fundicién
IMM 80/B 147 |1,97 [280 [400 [390 4[380 (370 [360 [347 [310 [300 [290 [245 [190 [138 [60 200-250-300-350 |Aluminio |Aluminio |Bronce
IMM 80/8 147 |197 |280 |400. |30 [380 1370 [360 [347 [310 300 |290 [245 190 [138[60 530 Aluminio |Aluminio |Bronce
IMM 80/B 147 (197 1280 [400 (390 (380 [370 [360 (347 [310 [300 [290 245 [190 [138 [60 200-250-300-350 |Fundicién |Fundicién |Fundicién
IMM 90/A 18571250 (500 |740 /730 |710 (690 [670 [650 [530 |470 |410 230 350 Fundicion |Fundicion  |Fundicion
IMM 90/A 185 250 [500 .|740° |730 |710 [690 [670 [650 [530 [470 |410 230 600 Fundicion |Acero Fundicién
IMM 90/A 185 1250 [5007 [740 [730 [710 [e90 [670 [e50 [530 [470 |410 230 800 Fundicion |Acero Fundicion
IMM 90/B 280 [380 1620 980 [970 950 [920 (890 (860 [770 [730 [680 [570 350 Fundicion |Fundicion  |Fundicion
IMM 90/B 280 [380 |620 980 970 950 [920 [s90 (860 [770 [730 [680 [570 600 Fundicion |Acero Fundicion
IMM 90/B 2,80 [380 |620 980 970 950 [920 [s90 (860 [770 730 [680 [570 800 Fundicion |Acero Fundicion
IMM 100/B 4,43 590 |860 |1,200 |1,170 |1,140 [1,105 [1,075 |1,040 940 [900 [850 [750 [650 |[550 |450 350 Fundicion |Fundicion  |Fundicion
IMM 100/B 4,43 590 1860 |1,200 |1,170 |1,140 [1,105 |1,075 |1,040 [940 |900 [850 [750 |650 |[550 [450 600 Fundicion |Acero Fundicion
IMM 100/B 4,43 590 1860 |1,200 |1,170 |1,140 [1,105 |1,075 |1,040 [940 |900 [850 [750 |650 |[550 |450 800 Fundicion |Acero Fundicion




